PLA-LIBRA
OVERALL DIMENTIONS PLA-LIBRA PLUS [ mm ]

HIGH PRECISION SINGLE WEIGHER

PLA-LIBRA

CS = DISCHARGING HOPPER’S REDUCER
INPUT = SQUARE BORE 200x200 [mm]

OUTPUT = SQUARE BORE 100x100 [mm]

TC = LOADING HOPPER OF THE MICRODOSER
LOADING HEIGHT H

CUSTOM MADE

UPPER LOADING BORE W1 x L1

CUSTOM MADE

LOWER LOADING BORE W2 x L2

CUSTOM MADE

PLANETA SRL
Via Roma 57 / 59
36020 – Castegnero
Vicenza - Italia

Tel. +39 0444 730376
info@planetasrl.com
www.planetasrl.com

food processing

packaging

www.planetasrl.com

sanitation

PLA-LIBRA
OVERALL DIMENTIONS PLA-LIBRA [ mm ]

PLA-LIBRA has been designed to perform a high precision weighing of various
types products.
The weigher is equipped with a custom-made load cell system that allows a
high precision weighing based on the weighing products that can be round
onions, borettane, frozen food, berries, diced fruit and vegetables, strips fruit
and vegetables, powdery and granular products, etc.
The system is very simple and allows the operator to set the desired final
weight to be packaged in boxes, or other envelopes by using a control panel
on the machine.
Once the weight has been set and the machine is started, the weighing hopper
starts to receive the product until the set weight is reached. At the end of the
hopper loading, the weigher sends a pause signal to the loading cycle of the
product feeder (belt, auger or vibrating conveyor) until the completion of the
discharge operation inside the desired package.
The product discharge is pneumatic and can be done automatically or manually
by pedal command, according to the customer needs. Once the unloading
operation is finished, the hopper closes and the cycle starts automatically
again.

PLA-LIBRA PLUS double load with
microdoser for powders.

On request we provide a custom-made product feeding system, with the
possibility of installing a double load system with the main loader as belt, auger
or linear vibrator and the second “fine tune” feeder that performs the final
micro dosage of the product in small quantities, obtaining greater precision
in reaching the set weight. This double loading system with microdoser is
particularly suitable for powdery or small-sized products where the weight to
reach must have an extremely reduced tolerance.
The machine is entirely build in stainless steel AISI304 (AISI316 on request)
and the moving parts are made of stainless steel and plastic material suitable
for direct contact with food products.

Possibility of assembly the weighing
group PLA-LIBRA directly on the
feeding system.

DATASHEET
Model

Min. weight
packaged

Max. weight
packaged

Weigher
tolerance

Microdoser
flow rate

Electrical
power

PLA-LIBRA

50 gr

15 kg

+/- 2/5 gr

--

0.05 Kw

PLA-LIBRA PLUS1

50 gr

15 kg

+/- 2/5 gr

3-150 dm3/h

0.67 Kw

PLA-LIBRA PLUS2

50 gr

15 kg

+/- 2/5 gr

10-1000 dm3/h

0.97 Kw

CS = DISCHARGING HOPPER’S REDUCER
INPUT = SQUARE BORE 200x200 [mm]

OUTPUT = SQUARE BORE 100x100 [mm]
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